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Microprocessor
Dual Socket 370 Microprocessor socket for use with:
• Intel® Pentium® III FC-PGA processors up to 850MHz
• Intel® Celeron™ processors of 700MHz and beyond

Cache
• Pentium® III:  256Kbytes Integrated L2 cache
• Celeron™:  128Kbytes Integrated L2 cache

Chipset
• Intel 440BX

Dynamic RAM
• Three 168-pin DIMM sockets, 3.3V support PC100
• Up to 768MB of Synchronous DRAM 

BIOS Flash
• single 512Kbyte Flash loaded into a 32-pin 

PLCC socket

Watchdog Timer
• Dallas Semiconductor DS1819A
• Software controlled with reset capability

Ethernet Interface (Dual)
• Dual 10/100BaseTx Ethernet channels (I/O panel)
• Intel 82559ER controller

Video Interface
• 69030 AGP Video with 4MB Memory
• 1600 x 1200 x 64K Color in single display mode
• Flat Panel support for TFT/STN panels

IDE and ATA Flash Disk
• Dual IDE Interface up to 4 drives
• Up to 64Mbytes of ATA Flash Disk

Hardware Monitor
• National Semiconductor LM87 to monitor CPU

temperature, supply voltage and fan speed

Super I/O 
• SMC FDC37B788 super I/O
• Real time clock
• KB/mouse controller
• Floppy disk interface
• Printer port
• USB port (I/O panel)
• Two serial RS-232 ports 

PMC Expansion
• Support for optional PMC carrier board
• IEEE1386 compliant

PCI/ISA Interface
• PICMG 1.0 R2.0 compliant

Thermal Specification 
• Operating temperature

Celeron™ 366MHz:  0° - +59° C
Pentium® III 750MHz:  0° - +50° C

• Storage temperature : -40° - +85° C
• Non-condensing Relative Humidity : <95% at 40°C

Power Requirements
• Single Celeron™ 366 MHz 32MB RAM

(+5V@ 2.7A) (+12V@ 60mA) (+3.3V@ 2.0A)
• Dual  Pentium® III 750MHz 256MB RAM

(+5V@ 6.5A) (+12V@ 120mA) (+3.3V@ 3.1A)
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ElecticRay-CEL366
SBC with Celeron™ 366MHz 
w/dual Ethernet and SVGA

ElecticRay-CEL700
SBC with Celeron™ 700MHz 
w/dual Ethernet and SVGA

ElecticRay-P700
SBC with Dual Pentium® lll 700Mhz
w/dual Ethernet and SVGA

ElecticRay-P850
SBC with Dual Pentium® lll 850Mhz
w/dual Ethernet and SVGA

Memory Options
SDM-64MB 64MB RAM 
SDM-128MB 128MB RAM
SDM-256MB 256MB RAM
SDM-512MB 512MB RAM
SDM-768MB 768MB RAM
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