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Desktop - Wall/Node Enclosure 

 

 
Ordering Information     Specifications 

 
 

IBJN8 
8-slot Desktop/Wallmount 
industrial chassis, w/PSU 

Passive Backplane Options 

PBP-08P4-A 
2 ISA, 4 PCI, 2 PICMG 
Single System 

PBP-08I 
8 ISA 
Single System 

PBP-09P6 
1 ISA, 6 PCI, 2 PICMG 
Single System 

Power Supply Options 

(call us for availability) 
 

 
 
Dimensions 
•    6.9"(H) x 10.6"(W) x 16.1"(D) 
     175.5mm(H) x 268.5mm(W) x 408mm(D) 
•    Heavy duty 1.2mm steel 
 
Colour Options 
•    Grey, Beige, or Black 
 
Passive Backplane Options 
PBP-08P4-A 
•    2 ISA, 4 PCI, 2 PICMG 
 
PBP-08I 
•    8 ISA 
 
PBP-09P6 
•    1 ISA, 6 PCI, 2 PICMG 
 
Drive Bays 
•    Front-accessible drives 
•    One (1) 5.25" & two (2) 3.5" drives 
 
Cooling 
•    One (1) chassis fan 
•    Front accessible 
•    Removable front filter 
 

 
 
Front Panel 
•    Power (ON/OFF) and reset switches 
•    Power (ON/OFF) and HDD indicators 
•    One (1) keyboard connector 
 
Rear Panel 
•    Access window for power supply 
•    Access window (slot I/O brackets, 
     connectors, etc.) 
 
Power Supply Options 
AT or ATX 
 
Operating Environment 
•    Temperature: 0º to 40º C 
•    Humidity: 10% to 95% @40ºC 
     (non-condensing) 
 
Standards Compliance 
•    ESD: CE 
•    EMI: CE, FCC, UL/cUL 
•    Safety: UL/cUL, CE 
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The IBJN8 Solution includes: 
 

•     8-slot hanging design 
•     1 x 5.25" drive bays, 2 x 3.5" drive bays 
•     1x80mm front fan 
•     Easy-accessed front changeable air filter 
•     Indicators:  Power ON/OFF, HDD 
•     Control Switches:  Power ON/OFF button, system reset switch 
 
 

 
 

 
 

IBJN8 Dimension Diagram 
 

 
 
 

 
 

 
 

For Further Information 
 

Worldwide Headquarters 
 

I-Bus Corporation 
3350 Scott Blvd, Building 54 
Santa Clara, CA 95054 
United States 
Phone : +1  (408) 450-7880 
Fax : +1 (408) 450-7881 
Toll Free: 877-777-IBUS 
Email: contact.us@ibus.com 

 
European Headquarters 
 
I-Bus UK Ltd 
Unit 6, Chichester Business Park 
City Fields Way, Tangmere 
West Sussex, PO20 2LB, UK 
Tel: +44 (0) 1243 756300 
Fax: +44 (0) 1243 756301 
Email: contact.uk@ibus.com 
 

 
France, Italy 
 
I-Bus France 
B.P 45 Valbonne 
06901 Sophia Antipolis CEDEX 
France 
Tel: +33 (0) 493 004 360 
Fax: +33 (0) 493 004 369 
Email: contact.fr@ibus.com 
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